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PIPEVIEW Ratchet UPC # Part # U/M

PIPEVIEW Ratchet Welding Helmet 4 Helmets per Carton 812922017482 PIPEVIEWRATCHET EA

KLEARVIEW Headgear 1 Headgear 812922013965 KLEARVIEWHDGA EA

Rubber Band Headgear 1 Headgear 812922017970 RUBBERBANDHDGA EA

Pipeview Replace Parts (I/O lens,  
Gasket, Gasket Frame, Retaining Spring)

1 Set in Polybag PIPEVIEWPARTS EA

• Weldcote PIPEVIEW Ratchet helmet has a fiberglass shell with a fixed front mounting 
system with a #10 glass filter lens as well as a high quality custom fit ratchet headgear.

• Weldcote PIPEVIEW has fiberglass reinforced material that makes the shell very  
resistant to high heat.

• Weldcote PIPEVIEW is rugged and lightweight and provides clear quality view.

• Weldcote PIPEVIEW Fiberglass material is moisture proof and impact resistant to  
prevent cracks, chips or splits.

• Weldcote PIPEVIEW Fiberglass material is "self-extinguishing" and smooth to deflect sparks  
and spatter. Similar helmets do not pass fire test standards and are unsafe.

PIPEVIEW RATCHET
Welding Helmet 

Viewing Area/Filter Size:
2 x 4-1/4  (8.5") 

square inches

Light Weight:
530g (1.17 lbs)

Moisture Proof 
Material 

Impact Resistant 
Material

Shade #10 
Glass Filter Lens

• PIPEVIEW has an ergonomic 
compact design that allows the 
welder to access tight areas and 
perform work.

• Optional accessory of a Weldcote 
"constant fit" rubber headband for 
frequent readjustments as pipe 
welders move about their work.

• Shade #10 Glass Filter Lens can 
be replaced by True-Color Auto 
darkening filters.  
Available Shade: 9, 10, 11, 12.

• ANSI Z87.1, CSA Z94.3, CE EN379

Standard Welding Helmet 
KLEARVIEW Style Headgear  
Shade #10 Glass Filter Lens

Shade #10  
Glass Filter Lens  
can be replaced by  
True Color Auto 
Darkening Filters  
(see options below).

 KLEARVIEW
Headgear 
Installed

Rubber Band Headgear 
Available Accessory

 Glass Filter Lens 
 Shade #10
Installed 

UPC # Size Filter Fixed Shade View Area Description CE Classification Retail QTY* Retail Pack Master Pack

11121 2" x 4.25" 9 3.62" x 1.42" (5.15 sq in) True-Color 1/1/1/1 1 10 5

11122 2" x 4.25" 10 3.62" x 1.42" (5.15 sq in) True-Color 1/1/1/1 1 10 5

11123 2" x 4.25" 11 3.62" x 1.42" (5.15 sq in) True-Color 1/1/1/2 1 10 5

11124 2" x 4.25" 12 3.62" x 1.42" (5.15 sq in) True-Color 1/1/1/2 1 10 5

www.weldcote.com
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PIPEVIEW True-Color UPC # Part # U/M

PIPEVIEW True-Color Welding Helmet 4 Helmets per Carton 812922017963 PIPEVIEWTC EA

KLEARVIEW Headgear 1 Headgear 812922013965 KLEARVIEWHDGA EA

Rubber Band Headgear 1 Headgear 812922017970 RUBBERBANDHDGA EA

Pipeview Replace Parts (I/O lens,  
Gasket, Gasket Frame, Retaining Spring)

1 Set in Polybag PIPEVIEWPARTS EA

• Weldcote PIPEVIEW True-Color helmet has a fiberglass shell with a fixed front mounting 
system with Auto Darkening Filter as well as a high quality custom fit ratchet headgear.

• Weldcote PIPEVIEW has fiberglass reinforced material that makes the shell very  
resistant to high heat.

• Weldcote PIPEVIEW is rugged and lightweight and provides clear quality view.

• Weldcote PIPEVIEW Fiberglass material is moisture proof and impact resistant to  
prevent cracks, chips or splits.

• Weldcote PIPEVIEW Fiberglass material is "self-extinguishing" and smooth to deflect sparks 
and spatter. Similar helmets do not pass fire test standards and are unsafe.

PIPEVIEW TRUE-COLOR
Welding Helmet 

Viewing Area/Filter Size:
2 x 4-1/4  (8.5") 

square inches

Light Weight:
530g (1.17 lbs)

Moisture Proof 
Material  

Impact Resistant 
Material

True-Color 
Auto Darkening 

Filter

 KLEARVIEW
Headgear 
Installed

Rubber Band Headgear 
Available Accessory

Standard Welding Helmet with True-Color Filter 
KLEARVIEW Style Headgear  
Fixed Shade 10 True-Color Auto Darkening Filter

True-Color Fixed Shade 
Auto Darkening Filters 
options available 
(see below).

11122 True-Color  
Fixed Shade #10  
Auto Darkening Filter 
Installed 

 Includes 1 Extra
 Shade #10 
Glass Filter Lens 

UPC # Size Filter Fixed Shade View Area Description CE Classification Retail QTY* Retail Pack Master Pack

11121 2" x 4.25" 9 3.62" x 1.42" (5.15 sq in) True-Color 1/1/1/1 1 10 5

11122 2" x 4.25" 10 3.62" x 1.42" (5.15 sq in) True-Color 1/1/1/1 1 10 5

11123 2" x 4.25" 11 3.62" x 1.42" (5.15 sq in) True-Color 1/1/1/2 1 10 5

11124 2" x 4.25" 12 3.62" x 1.42" (5.15 sq in) True-Color 1/1/1/2 1 10 5

True Color:

• PIPEVIEW has an ergonomic 
compact design that allows the 
welder to access tight areas and 
perform work.

• Optional accessory of a Weldcote 
"constant fit" rubber headband for 
frequent readjustments as pipe 
welders move about their work.

• True-Color Auto darkening filter.  
Available Shade: 9, 10, 11, 12.

• ANSI Z87.1, CSA Z94.3, CE EN379



16

PIPEVIEW Rubber Band UPC # Part # U/M

PIPEVIEW Rubber Band Welding Helmet 4 Helmets per Carton 812922017994 PIPEVIEWRB EA

KLEARVIEW Headgear 1 Headgear 812922013965 KLEARVIEWHDGA EA

Rubber Band Headgear 1 Headgear 812922017970 RUBBERBANDHDGA EA

Pipeview Replace Parts (I/O lens,  
Gasket, Gasket Frame, Retaining Spring)

1 Set in Polybag PIPEVIEWPARTS EA

• Weldcote PIPEVIEW Rubber Band helmet has a fiberglass shell with a fixed front mounting 
system with a #10 glass filter lens as well as a high quality custom fit rubber band headgear.

• Weldcote PIPEVIEW has fiberglass reinforced material that makes the shell very  
resistant to high heat.

• Weldcote PIPEVIEW is rugged and lightweight and provides clear quality view.

• Weldcote PIPEVIEW Fiberglass material is moisture proof and impact resistant to  
prevent cracks, chips or splits.

• Weldcote PIPEVIEW Fiberglass material is "self-extinguishing" and smooth to deflect  
sparks and spatter. Similar helmets do not pass fire test standards and are unsafe.

PIPEVIEW RUBBER BAND
Welding Helmet 

Viewing Area/Filter Size:
2 x 4-1/4  (8.5") 

square inches

Light Weight:
520g (1.15 lbs)

Moisture Proof 
Material 

Impact Resistant 
Material

Shade #10 
Glass Filter Lens

Standard Welding Helmet 
Rubber Band Headgear 
Shade #10 Glass Filter Lens

Shade #10  
Glass Filter Lens  
can be replaced by  
True-Color Auto 
Darkening Filters  
(see options below).

KLEARVIEW 
Headgear  
Available 
Accessory

Rubber Band Headgear 
Installed

• PIPEVIEW has an ergonomic 
compact design that allows the 
welder to access tight areas and 
perform work.

• Built-in Rubber Suspension 
Headband offers a "consistent fit" 
with easy adjustments for pipe 
welders as they move about their 
work environment.

• Shade #10 Glass Filter Lens can 
be replaced by True-Color Auto 
darkening filters.  
Available Shade: 9, 10, 11, 12.

• ANSI Z87.1, CSA Z94.3, CE EN379

www.weldcote.com

UPC # Size Filter Fixed Shade View Area Description CE Classification Retail QTY* Retail Pack Master Pack

11121 2" x 4.25" 9 3.62" x 1.42" (5.15 sq in) True-Color 1/1/1/1 1 10 5

11122 2" x 4.25" 10 3.62" x 1.42" (5.15 sq in) True-Color 1/1/1/1 1 10 5

11123 2" x 4.25" 11 3.62" x 1.42" (5.15 sq in) True-Color 1/1/1/2 1 10 5

11124 2" x 4.25" 12 3.62" x 1.42" (5.15 sq in) True-Color 1/1/1/2 1 10 5

 Glass Filter Lens 
 Shade #10 Installed 
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PIPEVIEW HELMETS Packaging
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